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New Style vs Old Style 
Stator Assemblies

Replacement Stator Instructions

Make sure the bracket on the replacement stator matches the bracket on the stator that is being replaced. 
See Figures 1 and 2 below.

 CAUTION  DO NOT attempt to use an incorrect replacement stator. An incorrect replacement stator 
will not fit in the shell assembly and will cause improper operation.

IF STATORS DO NOT MATCH, CONTACT YOUR WAREHOUSE DISTRIBUTOR OR CEN CUSTOMER 
SERVICE to obtain the correct part. See part number list below for affected alternator models.

Figure 1: NEW Style Bracket on Stator Assembly

NEW Style
bracket

Before replacing a stator, you must verify that you have the correct replacement stator 
for your shell assembly. Follow the instructions below.

Figure 2: “OLD” Style Bracket on Stator Assembly

OLD Style 
bracket

ALT.
MODEL

REPLACEMENT STATOR PART NUMBERS
DRIVE END STATOR ANTI-DRIVE END STATOR

OLD Style NEW Style OLD Style NEW Style
C609 A7-192 A7-071 A7-193 A7-072

C611 A7-611 A7-087 A7-612 A7-088

C612 A7-004 A7-088 A7-005 A7-068

C613 A7-611 A7-087 A7-612 A7-088

C614 A7-649 A7-097 A7-650 A7-098

C615 A7-647 A7-095 A7-648 A7-096

C617 A7-004 A7-067 A7-005 A7-068

C618 A7-647 A7-095 A7-648 A7-096

C619 A7-647 A7-095 A7-648 A7-096

C620 A7-647 A7-095 A7-648 A7-096

C621 A7-192 A7-071 A7-193 A7-072

C622 A7-649 A7-097 A7-650 A7-098

C623 A7-611 A7-087 A7-612 A7-088

C624 A7-004 A7-067 A7-005 A7-068

C627 A7-647 A7-095 A7-648 A7-096

C628 A7-611 A7-087 A7-612 A7-088

C651 A7-004 A7-067 A7-005 A7-068

C652 A7-653 A7-128 A7-654 A7-129

C701 A7-617 A7-663 A7-618 A7-664

C711 A7-623 A7-089 A7-624 A7-090

C712 A7-633 A7-093 A7-634 A7-094

C715 A7-623 A7-089 A7-624 A7-090

C716 A7-633 A7-093 A7-634 A7-094

A1-607 A7-600 A7-077 A7-601 A7-078

A1-608 A7-611 A7-087 A7-612 A7-088

N1222 A7-611 A7-087 A7-612 A7-088

N1223 A7-600 A7-077 A7-601 A7-078

NOTICE


